
affiliated with STRUCTURAI 


m 1 ; 


A. I. A. File No. 10-B 
























































FACING TILE INSTITUTE 


products and guarantee 
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The Facing Tile Institute was formed and is maintained by responsible and progressive 
manufacturers of structural glazed and unglazed facing tile. Its aim is constant improve¬ 
ment in the material produced, and to make always available to the architectural pro¬ 
fession and the building industry a product representing the last word in quality and 
beauty. It presents the highest standards of quality, and coordinates the physical dimen¬ 
sions of all units. Thus, the architect is definitely assured of quality and ease in use, since 
he is able to design and specify from a single set of specifications with full knowledge 
that regardless of material used, when furnished by a member of the Facing Tile Institute, 
the shapes and sizes furnished will be satisfactory and the quality will meet the high 
standards of the Institute. 

The Facing Tile Institute comprises the leading manufacturers of structural glazed and 
unglazed facing tile. This dependable organization of service and quality, which has so 
long served the architectural profession and other users of high grade building materials, 
constantly aims toward further improvement and progress in coordination and simplifica¬ 
tion. Servicing jobs is a primary requisite for each Facing Tile Institute member and all 
members must have proved to be fully capable of serving jobs of any size with the 
required quality, and strictly in accordance with the Institutes specifications for the 
type of ware desired. Each member manufacturer is an established producer with 
experience in every type of job involving facing tile. 

The products of the members of the Facing Tile Institute including the varied shapes 
and sizes, together with the necessary supplementary shapes, in a variety of colors and 
with finishes of ceramic glaze, salt glaze, clear glaze or unglazed, are all produced from 
light burning de-aired clay. Years of experience has proved that this type of clay 
provides the best body for superior glazed or unglazed facing tile. To obtain a grade of 
ware meeting the Facing Tile Institute specifications, the architect should always include 
the stipulation “produced from a light burning de-aired clay.” 

Standard sizes and quality have been achieved through the Institute's organized effort 
in cooperation with leading architects, universities and Government agencies. The 
coordination and standardization have greatly reduced the number of sizes and shapes 
without in any way restricting the full expression of the designer's artistic ideas. With a 
superior product assured by the quality standards set forth in the Institute's specifica¬ 
tions, architects may be assured of receiving on the job the best produced in glazed or 
unglazed facing tile by specifying the products produced by members of the Facing 
Tile Institute. 




Each member of the Facing Tile Institute guarantees that any ware manufactured by 
him will conform to the quality standards, tolerances and grading rules established by 
the Institute. If it can be established within reasonable time, but in no event longer 
than one year, that any material does not conform to these standards, the manufacturer 
will replace defective units. The measure of damage after ware has been installed will 
be the replacement of defective units without charge at the factory, but no charge for 
labor or other expenses required to repair defective ware or damage occasioned by it 
will be allowed. This guarantee is expressly in lieu of all other guarantees and warranties 
expressed or implied and of all other obligations or liability on the manufacturer's part, 
and the manufacturer neither assumes nor authorizes any other person to assume for 
him any other liability in connection with the sales of his ware. In no event will replace¬ 
ment of Off-Grades be made after installation. No replacement will be made of ware 
chipped on the job or after installation. 










description The color standards of the Facing Tile Institute have been checked through research for 
good appearance and for technically right degree of hue and brightness. Where the use 
of facing tile involves working conditions and operations in which perfect seeing is vital, 
the specifications for color should follow recognized scientific principles. The engineering 
approach to color had its beginning in the hospital field over two decades ago. At that 
time, studies were made of glare and fatigue in an effort to aid the skill of the surgeon. 
Glaring white was replaced by soft tones of Light Green and Ocular Green (corres¬ 
ponding to existing facing tile standards) which removed high brightness from the field 
of view, made concentration easier and relaxed retinal nerves by complementing the red 
hue of human tissue. The principles of functional color were then extended to other 
aieas of the hospital, to schools and eventually to factories and industrial plants. 



illumination 


Human attentions will be attracted to 
brightness as against darkness in color. 


The standard and endorsed finish of the Institute is satin, a hard, durable surface with a 
slight angular sheen. It is important, of course, to control and avoid glare. Disturbing 
specular reflections are by no means due entirely to the surfaces and areas in an 
interior, but also to poorly designed lighting systems. Where there is a good distribution 
of diffused light, even mirrors and highly polished metals and ceramics will be remark¬ 
ably free of gloss and glitter. Glare is bad because it tends to constrict the pupil opening 
of the eye, to lower visibility, fog vision and overstimulate the retina. To think wholly 
in terms of light meter readings or of foot-candles is to invite error and trouble. The 
standard satin finish of facing tile will be restful and easy on the eyes where the lighting 
system itself is well designed to cast a soft, uniform and shadowless illumination. 



Proper control 
is essential to 


efficiency Structural glazed and unglazed facing tile are practical and functional products. The 
color standards established for them are also functional and designed to serve useful 
ends. Through research, science has been able to establish many unusual facts about 
color. Reactions to light are often involuntary. Brightness and warmth of color stimulate 
the human system. Dimness and coolness of color relieve tension. As energy of stimula¬ 
tion goes up, response goes right along with it. Tasks requiring much physical exertion 
may be best performed in a fairly bright and intense setting of warm and sunny colors. 
However, where extremely fine and critical tasks are to be undertaken or where complex 
mental problems are to be solved, the bright environment may be unduly distracting and 
needlessly exciting. Here the colors chosen may be cooler in hue and softer in tone. 
Supplementary light may, if desired, be directed immediately and locally over the task. 
Difficult visual tasks are best performed in a subdued setting of neutral or cool colors. 

brightness control Numerous case histories have proved that, regardless of color, all areas in the field of 
view should be as uniform in brightness as possible. If the eye must alternately adjust 
itself to high brightness and then to low brightness, tiresome muscular actions to regulate 
the pupil opening of the eye may result. The situation will be particularly unfavorable 
if the task is dark and the surrounding walls exceedingly light, for the eye will be quick in 
adjusting itself to the walls and slow in adjusting itself to the job. White, therefore, may 
be unwanted because of glare. However, white or pale tones may be suitable where 
critical seeing tasks are not performed—corridors, stairways, operations having auto¬ 
matic machinery, places where the ultimate in cleanliness is imperative. The softer and 
slightly deeper color is preferable for any interior where seeing must be at its efficient 
best. Where it is impractical to raise the brightness of existing surfaces such as floors 
and machinery, the subdued color in facing tile becomes almost imperative in order to 
lessen contrasts. Where freedom from distraction is wanted, gray may be the most 
suitable tile color of all. 


of brightness 
good vision. 


results Color engineering with facing tile is a sound investment from many standpoints. The 
permanence of the product itself will obviate the need for costly refinishing throughout 
the years. Utilization of the scientific control of color and brightness will lead to improved 
production, better workmanship, relief from eye strain and fatigue, reduced accidents, 
finer morale and industrial relations, higher standards of housekeeping and maintenance. 
In cash, the values of color are not too easy to determine. *Yet from competent studies 
made by industries throughout America, the scientifically right environment is worth 
fully $100.00 or more a year per employee in better production and savings on payroll, 
against the drab and inadequate condition of the past. 
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FACING TILE 


COLOR STAHDARDS 


83 % 

WHITE 


58 % 

CORAL 


Percentages indicate light reflection. 
Type and direction of coring and scoring 
is optional with manufacturer. 


67 % 

IVORY 


65 % 
SUNLIG 
YELLO 


4 9 % 
LIGHT 


GRAY 
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CREAM MOTTLE 


GRAY 


CLEAR GLAZE 













Compiled from data in "Color Engineered Facing Tile,” by Faber Birren. 
























































































































































































































































































































6TC 

6TC$mf 

6TCsu 

6TCgr (shown) 
Also available 
6TCD—two face 



6TC80 

6TC80smi 
6TC80su 

6TC80gr (shown) Y-4; '* 

Also available Q 
6T80 vertical cell 

(unglazed only) 

f in ceramic and clear glaze subject to manufacturer's accumulation 
JNot made ceramic or clear glaze 


6160 

6T60sm$ (shown) 

6T60su 
bT60gr 

A'so available 
tTC60 horizontal cell 


nominal 5W' x 8" face 


series 




4DD—two face 


6TA 

Also available 
6SA—2%“ high 




4DCgr (shown) 
4DCsu 


Also available 
4SA — 23/g" high 




f In ceramic and clear glaze subject to manufacturer’s accumulation 
£ Not made ceramic or clear glaze 


Type and directions of SCORING and CORING are optional with the manufacturer. In general, the manufacturer standardizes on either the horizontal or vertical coring and does not 
supply both. Shipments may be facilitated by simply ordering stretchers (EXAMPLE: 4D or 4DC, 6T or 6TC), thereby permitting the manufacturer to ship either the scored or 
smooth back stretchers, or a mixture. If job conditions require that the back be of a certain type, they may be obtained by ordering the following: sm-unselected glazed back; 
in unglazed, smooth back, selected one face; su—unselected, unscored, unglazed back (not available salt glazed); gr-scored or grooved back. 


1 

T 


nominal 2%" x 8" face 



series 

nominal 8 

" x 16" face 



series 



4 ^' 

4Sgr Stretcher, Scored 
Back 



Scored back only 


Scored back only 






Jamb, 2" Return 


Unless job conditions require either 
SMOOTH or SCORED BACK STRETCH- 
ERS, shipment may be facilitated by 
ordering 4S stretchers, thereby per¬ 
mitting manufacturer to ship either 
the scored or smooth back stretch¬ 
ers or a mixture. Type and direction 
of SCORING and CORING are 
optional with each manufacturer. 


NOTE: Nominal dimensions for all series are usually given for 
returns, reveals, lengths, etc., 2" is actually 1%", 4" is actually 
3%", 6" is actually 5%", 8" is actually 7 3 /*", TO" is actually 9%", 
12" is actually 11%". However, all dimensions shown on draw¬ 
ings are actual. 


for complete sizes and shapes ask tor Catalog S4-HB. 






















































































scope This specification covers select quality ceramic color glaze, clear glaze, salt glaze and smooth 
unglazed structural facing tile. 

quality All units shall conform to the specifications of the Facing Tile Institute, and shall be of the 
highest structural and mechanical quality. Shading shall be consistent with manufacturing 
process and approved samples. 

sizes and shapes The nominal face sizes of structural facing tile and fittings shall be ... in accordance with the 
. . . series, in nominal thicknesses as shown on the plans. (Selected as desired from the 
following.) 


Series 

Face Size 

Nominal Thickness 

6T 

51 / 3 " x 12" 

2", 4", 6", 8" 

4D 

CO 

X 

«o 

2", 4", 6", 8" 

4S 

2%" x 8" 

2", 4" 

8W 

00 

X 

2", 4" 


Shapes shown in the Facing Tile Institute catalog shall be furnished as required for the 
various face sizes shown on the plans or indicated on the finished schedule. In general, all 
external corners, sills and jambs shall be bullnosed. Lintels shall be square. Miters shall be 
furnished as required. All internal corners shall be square unless otherwise noted. The base 
course shall be coved or as indicated on the drawings. Double faced walls or partitions greater 
than 4" in thickness shall be built of two single faced units bonded. Double face nominal 4" 
partitions may be constructed with 2" soaps back to back or single 4" units in the 4S, 4D and 6T 
series. 

cutting All cutting required at the job shall be performed with a power-driven saw in such a manner 
as to provide true and even edges. 

joints and setting All units and shapes shall be laid true to line and with courses level. All joints shall be com¬ 
pactly tooled, slightly concave. 

Units are designed to conform to modular layout with approximate joint thicknesses of )i" for 
glazed units and or %" for unglazed units. The unit plus mortar joint shall conform to the 
nominal dimensions indicated above. 

cleaning As work progresses, all surfaces shall be cleaned with burlap. At the completion of the work, 
they shall be scrubbed with brush and water. No acid or metal scrapers shall be used in 
cleaning. 

packing and Storing All select and standard grade glazed facing tile units shall be packed in suitable cardboard or 
paper cartons or trays to protect them from chipping. Utmost care shall be taken in unloading 
and stacking facing tile on the job; if necessary to store outside, they shall be covered with a 
heavy tarpaulin. The units shall not be removed from the cartons until they are on the 
scaffold or at the position where needed. 



In the interest of more effective utilization of facing tile and better construction , 
the companies listed on the front cover have contributed to the preparation of 
this publication. 

FACING TILE INSTITUTE 

affiliated with 

STRUCTURAL CLAY PRODUCTS INSTITUTE 

1520 Eighteenth Street N W Washington DC 


228 North LaSalle Street • RAndolph 6-0578 
2556 Clearview Avenue, N. W. • GLendale 5-5329 
1947 Grand Central Terminal • MUrray Hill 9-0270 
1520 Eighteenth Street, N. W. • HUdson 3-4200 


OFFICES 

CHICAGO 1, ILLINOIS 
CANTON 8/ OHIO 
NEW YORK 17, N. Y. 
WASHINGTON 6, D. C. 
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